
Construction:

Tube: EPDM compound

Size I.D.xO.D.(mm)
I.D and O.D.

Tolerance
Working pressure Burst pressure

3 x 9 mm (+/-)0.5mm 20 BAR 60 BAR

5/32" 4 x 10 mm (+/-)0.5mm 20 BAR 60 BAR

3/16" 5 x 11 mm (+/-)0.5mm 20 BAR 60 BAR

1/4" 6.3 x 13 mm (+/-)0.5mm 20 BAR 60 BAR

5/16" 8 x 15.5 mm (+/-)0.5mm 20 BAR 60 BAR

3/8" 10 x 17 mm (+/-)0.5mm 20 BAR 60 BAR

Working pressure: 20 BAR, Burst pressure: 60 BAR

I.D.:  3x9mm, 5/32", 3/16", 1/4", 5/16", 3/8"
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Cover: Corrugated cover

Compliance: EN ISO3821

Ozone Resistance , Aging resistance.

Coupled of pull force: >100Ib

Single Hose for Oxygen and Acetylene of specification

Reinforced: Spiral polyester yarns

Cover: EPDM compound

Color: Blue color for oxygen. Red color for Acetylene

Oil resistance : Limited (Acetylene only)

Temperature range: (-25°C) ~ (+80°C)


